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State of Wisconsin

585,
County of ... Forest . ... )
| Jean F. Resviek , do hereby
certify that on the.......__.... oth day
Of e May..oo...., 1963 1 found

evidence of the..... Sentmn ....................................
corner of. Sections. .15, 16, .21 and. 22

Township........_.. O , North, Range
...12Eask ..., Fourth Principal Meridian,

as described hereon; and that from this evidence
I established & new ssosrusaent ands accessories
as described hereon to perpetuate the original
location of this corner.

Resident witnesses:
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() = Corner monument restored.

CERTIFIED LAND CORNER RESTORATION

History of 0r1g1nal corner establishment:

Survey 1859 by Wm. E. Daugherty. Dependent Resurvey in 191 by Guy R. Veal
From remains of original bearing trees set concrete monument, 2 ft. long, 6 in, diam. with

iron post, 22 in. long 1 in. diam.,. encased. therein.with brass cap marked:

From whichs

Hemlock 10", bears, N3°L5' E, 108 lks.
Hemlock 10", bears, 319015'3, 21 lks,
Hemlock 15" bears, 525015*w, 83 1lks.
Maple 10", bears, N2L4OW, 275 1lks.
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Description of corner evidence found:

Monument found as described: g\\
Hemlock 18% snag, N3°L5'E, 71.6 ft. O
Hemlock 11* snag, S19°E, 1),.2 ft. —~
Hemlock 21", S25015'W, 55.00 ft. N
Maple 17", N24OW, 18.00 ft. I
™
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Description of -mremrurmerrtatrd: accessories I established to perpetuate the original location of this corner.

Blazed and .scribed . the following new bearing trees:

Maple. 7", bears, N29°E, 11.40 ft. (17.27 lks.) L
Maple- 8“: S?SOE, 17-50 ftn (26«;52)

- Title._Cadastral Surveyor . .. .. ... Registration No..8=602_ __
(County Surveyur, Registered Land Surveyor, or other duly authorized cfficial)




